
PN-Q901/Q801
PN-Q701/Q601

LCD MONITOR

Sized for impact, Sharp’s PN-Q901/Q801/Q701/
Q601 LCD Displays combine Full-HD image quality, 
stylish thin profile and energy efficiency to create 
appealing professional signage solutions for a wide 
range of applications. These value priced LCD 
Displays are perfect for retail stores, hospitality 
establishments and other businesses that need to 
grab the attention of consumers for a new level of 
engagement. 

HIGH-PERFORMANCE 
DIGITAL SIGNAGE
WITH A CHOICE OF SIZES
90”/80”/70”/60” LCD Monitors
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Specifications

DESIGN AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT PRIOR NOTICE.

Model PN-Q901 PN-Q801 PN-Q701 PN-Q601

Installation Landscape 

LCD Panel  90-inch widescreen LCD 80-inch widescreen LCD 70-inch widescreen LCD 60-inch widescreen LCD

Max. Resolution 1,920 x 1,080 pixels, Full HD

Brightness 350 cd/m2

Contrast Ratio 5000:1’  / 4,000,000:1’ (Dynamic Contrast Ratio)

Viewing Angle (H/V) 176°/176° (CR ≥ 10)

Active Screen Area (W x H) 78 7⁄16” x 44 1⁄8” 71.1” x 40.7” 60 9⁄16” x 34 1⁄16” 52 5⁄16” x 29 7⁄16”

Response Time 4 ms

Backlight Direct LED Edge LED

OS Linux

Input Terminals HDMI 1.4 X 3, USB X 1, Component x 1, Composite x 2, D-Sub x 1 

Output Terminals Optical, RCA L/R

Input/Output Terminals RS23SC X 1 , LAN X 1

Audio
Output Power 10 W + 10 W

Codec Dolby Digital:Yes / DTS: Yes

Features Open Web Browser Yes (Ver. Up)

IP Control Yes

Hotel Model Yes

Wake on LAN Yes

Public Mode Yes

Mounting VESA 600 x 600 VESA 400 x 400 mm

Power Supply 100V – 240V AC, 50/60 Hz

Power Consumption 290 W 300W 180W 150W

Environmental
Conditions

Operating Temperature 0°C to 40°C


